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1625 CR

1622 CR

Cupboard trucks for sterile containers

Art. Code Int. mm Ext. mm Ø Weight

1622 CR RH1622ON003 877 x 630 x 1220 H 977 x 710 x 1500 H 160 67 .00

1625 CR RH1625ON010 1130 x 630 x 1220 H 1230 x 710 x 1500 H 160 77.00

All cupboard trucks are planned 
for washing and disinfection in 

tunnel.

Cupboard truck for sterile
containers. Anodised light alloy 
body, stainless steel supporting 
shelves, capacity 6 trays 
600 x 300 x 300 mm.h.  
Maximum capacity
600 x 400 x 360 mm.h.

�+�\�J�L�H�Q�H���F�H�U�W�L�À�F�D�W�H

Cupboard trucks for sterile containers meet the hyg ienic requirements for drugs transport. 
Transported goods are perfectly protected.

Cupboard truck for sterile
containers. Capacity 9 trays 

600x300x300 mm.h.



21

3165 CR

3162CR

Cupboard trucks for sterile containers    

2 vertical sections, with maximum 
capacity 8 sterile units 

or 8 containers in polypropylene 
with lid 530 x 325 x 200 mm. h. 

for collection of dirty instruments.
Equipped with two push-handles 

on the two short sides.

Suitable for:
the collection of the containers 
with goods to be sterilised. 

3 vertical sections, with maximum 
capacity 12 sterile units or 12 
containers in polypropylene with lid 
530 x 325 x 200 mm. h. for 
collection of dirty instruments.
Equipped with two push-handles on 
the two short sides.

Stopping system for containers 
in polypropylene.

Suitable for:
the distribution of the containers 
with sterile goods. 

The codes refer to the trucks without shelves, acces sories and 
trays.

Art. Code Ext. mm Ø Weight

3165 CR RH3165ON004 1230 x 710 x 1585 H 160 114.80

3162 CR RH3162ON001 977 x 710 x 1585 H 160 71.00

Shelf BLSFL3003 325 x 600 1.15

ACCESSORIES
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Telescopic shelf in bright 
wire stainless steel to 
make easier the bins 

handling.

�7�L�J�K�W���G�H�W�D�L�O���D�W���W�K�H���G�R�R�U�·�V��
corners.

All cupboard trucks for 
sterile containers have 
�Q�R�Z���P�R�G�L�À�H�G���G�R�R�U�V���I�R�U��
an ideal isolation of the 

contents.

Both the central joint of the door and 
the four corners of the opening assure a 

good tightness during the transport in not 
sterile area.
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The Shuttle System is suitable 
for the transport of sterile units

DIN-NORM and ISO-NORM
containers.

The combined use of anodised light 
�D�O�O�R�\�����Q�\�O�R�Q���À�E�U�H�J�O�D�V�V���D�Q�G���V�W�D�L�Q�O�H�V�V��

�V�W�H�H�O���U�H�D�O�O�\���À�W�V���I�R�U���W�K�H���V�W�H�U�L�O�L�V�L�Q�J��
process and grants a decrease in 
weight and energy consumption.

The shuttle reduces handling times and
assures a perfect hygienic protection.

The cupboard trucks can receive: 
1 shuttle with 2 vertical sections ISO-NORM
2 shuttles with 1 vertical section ISO-NORM
1 shuttle with 3 vertical sections STE-UNIT
2 shuttles with 1 vertical section STE-UNIT

The necessary outsourcing of the 
operating theatres, intensive wards 

and sterile areas has lead to the 
development of the shuttle system.

A new system and 
new materials for 
the transport of

sterile goods. 
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The Shuttle System allows the 
return to the centre of the 
material to be sterilised. 

The unloading platform, 
to be used in the ward, 
completes the SHUTTLE 

SYSTEM.

Movable stopper for 1/2 sterile unit.

Light alloy cupboard trucks assure 
the sterility of the contents

during the transport from
sterilisation centre to

�W�K�H���G�L�Ý�H�U�H�Q�W���Z�D�U�G�V��

Internal and external label holders A4, A5, A7.

Special construction with inner 
continuous hinge with tight rubber 
gasket.

Door stop in opening position 
up to 260° for tunnel washing, 

and 270° in resting positon.

In order to give a larger capacity, a 
better smoothness and to assure the 
total resistance to washing in tunnel, all 
the trucks equipped with wheels Ø 160 
or Ø 200, on request can be supplied 
with SUPERELASTIC wheels, with 
double watertight ball-bearings.
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3180 CR

3150 CR

3170 CR

2170 CR

Logistics

Cupboard truck with 2 sections 
capacity 12 + 12 trays x 100 h.

Cupboard truck with 3 sections
capacity 12 + 12 + 12 trays x 100 h.

Transport system with
ISO-NORM 400 x 600 

containers. 
Sure, cheap, handy.

�1�\�O�R�Q���À�E�U�H�J�O�D�V�V���U�D�L�O�V���Z�L�W�K��
stopping system.

Anodised light alloy 
structure. Cupboard trucks 
with upper rubber bumper 

for outside transport.
Cupboard trucks 3150 CR,
3170 CR and 3180 CR are 

equipped with push-handle
on the two short sides.

Cupboard truck with 1 section 
capacity 12 trays x 100 h. and
1 section with 2 movable shelves.

Cupboard truck with one vertical 
section suitable for ISO-Norm 

containers 40 x 60 and for 
STE-Units on wire shelf. 

Upper bumper only on request.

Art. Code Ext. mm Ø Vert. sect. Containers Weight Capacity

2170 CR RH2170ON001 510 x 765 x 1575 H 160 1 600 x 400 x 100 H 47 .00 10

3150 CR RH3150ON002 1400 x 710 x 1785 H
200 1 600 x 400 x 100 H 108.00 12

1 2 shelves

3170 CR RH3170ON002 977 x 710 x 1785 H 200 2 600 x 400 x 100 H 84 .00 24

3180 CR RH3180ON002 1400 x 710 x 1785 H 200 3 600 x 400 x 100 H 1 10.00 36
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1295 mm
403 mm 870 mm

600 m
m

3420 QL 3400 QL 3425 QL

BLSFL4004

BLSFL4012

Modular system for transport and storage

Art. 3420 QL

Code QL3420ON002

Ext. mm 1315 x 620 x 2020

Vert. sect. 3

Containers 600 x 400 x 100 H

Capacity 42

Art. 3425 QL

Code QL3425ON002

Ext. mm 890 x 620 x 2020

Vert. sect. 2

Containers 600 x 400 x 100 H

Capacity 28

Art. 3400 QL

Code QL3400VN002

Containers 600 x 400 x 100 H

Capacity 14

Wire stainless steel shelf with back
stopping system. 400x600 mm.

Rack for ISO-NORM trays 400 x 600.
�1�\�O�R�Q���À�E�U�H�J�O�D�V�V���U�D�L�O�V�����$�Q�R�G�L�V�H�G���O�L�J�K�W���D�O�O�R�\���Y�H�U�W�L�F�D�O��
�S�U�R�À�O�H�V�����/�L�Q�N�V���L�Q���H�S�R�[�\���S�R�O�\�H�V�W�H�U���À�Q�L�V�K�L�Q�J���V�W�H�H�O��
Height 2020 mm.
Every vertical section has a capacity of 14 trays 1 00 h.
Modular length according to request.
On request the rack can be realized in special 
dimensions suitable for STE containers.

Wire stainless steel shelf 
with 3 pull-out rails

for catheters.
400x600 mm.

Space optimisation.

Universal nylon 
rails with stopping 
system.
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3425 CR
3430 CR

Modular system for transport and storage

Container BGDNN71100B 325 x 256 x 100 H 0.50

Container BGDNN71100R 325 x 256 x 100 H 0.50

Container BGDNN71200B 325 x 256 x 200 H 0.70

Container BGDNN71200R 325 x 256 x 200 H 0.70

Container BGDNN70100B 325 x 530 x 100 H 1.20

Container BGDNN70100R 325 x 530 x 100 H 1.20

Container BGDNN70200B 325 x 530 x 200 H 1.40

Container BGDNN70200R 325 x 530 x 200 H 1.40

Container in polypropylene with lid for dirty instr uments.
Thermoresistant from -40°C to +100°C.

Cod. Description / Ext mm. Material

BLSFL6100 ISO basket 400x600x100 h Stainless steel

BLSFL6200 ISO basket 400x600x200 h Stainless steel

Code Description / Ext mm. Material

BLSFL0130 Wire basket 580x280x130 h Stainless steel

BLSFL0260 Wire basket 580x280x260 h Stainless steel

Bright wire stainless steel baskets, STE unit. 
�&�R�Q�W�L�Q�X�R�X�V���Z�L�U�H���À�Q�L�V�K���D�Q�W�L���W�H�D�U��

Bright wire stainless steel baskets ISO-NORM. 
�&�R�Q�W�L�Q�X�R�X�V���Z�L�U�H���À�Q�L�V�K���D�Q�W�L���W�H�D�U��

Truck with 2 sections for
ISO-NORM trays capacity
10 + 10 x 100 h. suitable for
sterile containers too.

Truck for ISO-NORM trays
capacity 10 x 100 h. 

suitable for sterile 
containers too.

Art. Code Ext. mm Ø Vert. sect. Containers Weight Capacity

3425 CR QR3425ON002 915 x 655 x 1610 H 160 2 600 x 400 x 100 H 53 .00 20

3430 CR QR3430ON002 670 x 520 x 1385 H 100 1 600 x 400 x 100 H 20 .40 10
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Wire stainless steel shelf with 4 
pull-out rails for catheters.

Trays with stopping 
system in two positions.

Code Ext. mm

BLSFL4013 600 x 400

Wire stainless steel shelf 
with back stopping system.

Code Ext. mm

BLSFL4004 600 x 400

Ext. mm. Material Colour Code

400 x 600 x 50 h. ABS Grey BIBNA6050 G

400 x 600 x 110 h. ABS Grey BIBFA6100 G

400 x 600 x 200 h. ABS Grey BIBFA6200 G

400 x 600 x 50 h. Polycarbonate Transparent BIPNA6050 T

400 x 600 x 110 h. Polycarbonate Transparent BIPFA6100 T

400 x 600 x 200 h. Polycarbonate Transparent BIPFA6200 T

Description Material Colour Code

Divider mm. 600 x 50 h. Polycarbonate Transparent BHPNA6050 T

Divider mm. 600 x 100 h. Polycarbonate Transparent BHPNA6100 T

Divider mm. 600 x 200 h. Polycarbonate Transparent BHPNA6200 T

Divider mm. 400 x 50 h. Polycarbonate Transparent BHPNA4050 T

Divider mm. 400 x 100 h. Polycarbonate Transparent BHPNA4100 T

Divider mm. 400 x 200 h. Polycarbonate Transparent BHPNA4200 T

Universal stopper ABS Grey BLBNA0STO1

Universal card-holder ABS Grey BLBNA0LAB

ABS trays.

Universal card-holder
(card not included).

Universal stopper.

Transparent polycarbonate 
trays.
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3955 CR 3955/3 CR3955/2 CR

3956 CR

Distribution carts 

Modular configuration

Central lock.The codes and data refer to the cart only without
accessories and trays.

Art. Code Ext. mm Ø Weight

3955 CR RE3955ON001 740 x 535 x 1000 H 100 18.40

3955/2 CR RE3955ON002 740 x 535 x 1190 H 100 21.00

3955/3 CR RE3955ON003 740 x 535 x 1440 H 100 24.80

3956 CR RE3956ON001 740 x 535 x 1190 H 100 23.50

Modular system of transport and distribution with IS O-NORM trays and many changeable accessories.
�$�Y�D�L�O�D�E�O�H���L�Q���W�K�U�H�H���G�L�Ý�H�U�H�Q�W���K�H�L�J�K�W�V�����$�%�6���D�Q�W�L���V�O�L�S���W�R�S���V�X�U�I�D�F�H���Z�L�W�K���W�K�U�H�H���V�L�G�H�G���H�G�J�H���������P�P�����K�L�J�K���������E�O�X�H��
hinged laminated (HPL) doors, opening up to 270° wit h key lock. 4 swivelling non-marking rubber wheels 
Ø 100 mm., with 2 total stop brakes.
Circular bumpers at the corners. Light alloy anodised body.
Easy to clean.

3956 CR
Car with self-storing doors 
with key lock.
The upper door can be closed
separately.

All models with 2 total 
brakes on the front side.
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BDBNE6004

BDBNE6005

BDBNE6006

The same construction 

Different applications

Dispenser for 4, 5 or 6 tilt-out bins.

Round sharps container 
holder RE3955001AX.

Holder RE3955002AX

Autoclaveable instruments
container in ABS 

BLNNH0002.

Fold down work surface
(open position) - RE3955001PI

Fold down work surface
(closed position)

Container
not in the
price list.

Waste bag holder 
with lid 15 lt.
(bags excluded)
BLFFI0001

RE3955001BL
Side function bar 
for accessories
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Hook for IV 
bottles (max. 6 
pieces)
RE3955001GN

Hanger rail for 
accessories
RE3955001BS

Over-bridge 
(2 rods)
RE3955001SU

Waste bin holder 
BLDNG0001

Disinfectant dispenser
with drops collector 
RE3955002IN

Disposable gloves holder
RE3955001IN

Waste bin
RE3955003AX

Catheters and probes holder
RE3955001PC

Code Dim. Ext. mm.

RE3955001SU 670 x 25 x 1670 h

RE3955001BS 670 x 22 x 105 h

BDBNE6004 600 x 168 x 207 h

BDBNE6005 600 x 183 x 164 h

BDBNE6006 600 x 91 x 113 h

RE3955001GN

RE3955001BL 320 x 10 x 25 h

RE3955001AX Ø 130  x 45 h

RE3955002AX 260 x 200 x 35 h

BLNNH0002 280 x 185 x 190 h

Code Dim. Ext. mm.

RE3955003AX 250 x 180 x 35 h

BLDNG0001 280 x 185 x 130 h

RE3955001PC 105 x 70 x 450 h

RE3955001PI 390 x 325 x 35 h

RE3955001IN 140 x 110 x 225 h

RE3955002IN 220 x 85 x 295 h

BLFFI0001 300 x 200 x 450 h

BLSFL4001 400 x 600 x 13 h

BLSFL4003 400 x 600 x 55 h

YRU125C Ø 125 = +30 h


